
PVCu Capped 
Rafter Bar
A strong, lightweight, easy to fit Glazing Bar
that accommodates 10mm, 16mm and 25mm
Multiwall Polycarbonate Sheeting. Highly 
flexible it is ideal for most applications.

PVCu Capped Rafter Bar, available in:

Brown or White PVCu capping
2m, 2.5m, 3m, 3.5m, 4m, 5m, 6m and 7m lengths

Authorised Stockists:

Aluminium Capped Rafter Bar, available in:

Brown or White powdercoated aluminium capping
2.5m, 3m, 4m and 6m lengths

• Quality aluminium capping with 
powdercoated finish

• Full width TPR gasket for application directly 
onto roof timbers

• Recessed groove in aluminium cap provide 
secure housing for TPR sealing gaskets

• Attractive snap on end cover provides neat 
finish without screw holes

• Single bar accommodates popular sheet 
thicknesses

• Recessed grooves in aluminium base provide 
secure housing for sealed gasket and PVCu
Edge Trim

• Co-extruded lip on PVC cap allows for a 
watertight finish while permitting the thermal
expansion of the glazing sheet

• Attractive snap on end cap

Aluminium Capped 
Rafter Bar
A robust, maintenance free glazing bar that
accommodates all popular thicknesses of
Multiwall Polycarbonate Sheeting. Highly 
adaptable, it is ideal where extreme variations
in temperature are experienced.

Glazing Bars and Roofing Systems



Self Supporting Roof System Low Pitch Roof System

• Professionally engineered for a better finish

• Innovative design allows for quick and easy installation

• Hard wearing, low maintenance

• Ideal for car ports, canopies and replacement roofing

• Superior design gives a Professional finish with 
high specification

• Accommodates both 32mm and 35mm 
Polycarbonate sheeting

• Free-spans over 4.5m with max rafter spacings 
of 1,050mm

• Ideal for conservatory roofs, commercial 
canopies and other applications

Wall Plate
•• Variable roof pitch adjustment

from 2.5° - 15°
•• Innovative design with built in

flashing
•• Available in 3m, 4m, 5m and 

6m lengths

End Glazing Bar
•• Unique two piece capping 

with built in drip guard
•• Dedicated locking points for 

16mm and 25mm 
polycarbonate

•• Available in 2m, 2.5m, 3m, 
3.5m, 4m, 5m, 6m and 7m 
lengths

Intermediate Glazing Bar
•• Co-extruded strip on top cap 

and underclad provides an 
effective waterproof barrier

•• Dedicated locking points for 
16mm and 25mm 
polycarbonate

•• Available in 2m, 2.5m, 3m, 
3.5m, 4m, 5m, 6m and 7m 
lengths

Eaves Beam
•• Powdercoated structural 

aluminium beam
•• Heavy duty, Maintenance free 

design
•• Available in 3m, 4m, 5m and 

6m lengths

Wall Plate
•• Variable roof pitch 

adjustment from 2.5° - 15°
•• Innovative design with built in

flashing
•• Available in 3m, 4m, 5m and 

6m lengths

End Glazing Bar
•• Unique two piece capping 

with built in drip guard
•• Dedicated locking points for 

32mm and 35mm 
polycarbonate

•• Available in 2.5m,3m, 3.5m, 
4m, 5m, 6m and 7m lengths

Intermediate Glazing Bar
•• Co-extruded strip on top cap 

and underclad provides an 
effective waterproof barrier

•• Dedicated locking points for 
32mm and 35mm 
polycarbonate

•• Available in 2.5m ,3m, 3.5m, 
4m, 5m, 6m and 7m lengths

Recommended Roof Bar Spacings

Maximum Length of Bar (mm)

4000
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Maximum Width between Bars (mm)
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A professionally engineered Self Supporting Roof
System which free-spans 4 metres and 
accommodates 16mm and 25mm Multiwall
Polycarbonate Sheeting. Designed for flexibility of
use and ease of installation, this Lean To Roof
System is suitable for a wide variety of applications. 

Easy to install and available in a wide range of sizes
the Self Supporting Roof System is the
Professionals’ choice.

A specially designed Low Pitch Roofing System that
accommodates both 32mm and 35mm
Polycarbonate sheeting and can free-span over 4.5
metres.

The system incorporates a number of innovative
features which provide for a superior finish with the
highest specification. 

• For use with PVC capped
and Aluminium Capped 
Rafter Bars

• Provides and effective 
draught excluder under 
polycarbonate sheets

• Available in 2.1m 
lengths

Draught Excluder
• For use with 10mm, 

16mm and 25mm 
polycarbonate

• Internal stop ensures 
gap for ventilation and 
drainage

• Available in 2.1m 
lengths and Bulk Packs

• Attractive and durable 
PVC profile

PVCu Sheet End Closure
• Superior version of the 

PVCu End Closure
• Integrated co-extruded 

upper lip gives improved
waterproof barrier

• Drainage holes on under
side improve ventilation 
and reduce condensation

• Available in 5m and 6m 
lengths and Bulk Packs

Professional Sheet Closure
• As an Edge Trim it is 

held securely in the 
groove on the rafter bar 
base

• As a sheet end closure 
the Internal stop ensures
gap for ventilation and 
drainage

• For use with 10mm, 
16mm and 25mmm 
polycarbonate

• Available in 2.1m, 3m 
and 4m lengths and Bulk
Packs

Universal Edge Trim/Sheet Closure PVCu
• Quality aluminium 

profile with 
powdercoated finish. 

• For use with 16mm and 
25mm polycarbonate

• Internal stop ensures 
gap for ventilation and 
drainage

• Available in 2.1m 
lengths

Aluminium Sheet End Closure
• Quality aluminium 

profile with 
powdercoated finish.

• For use with 10mm, 
16mm and 25mm 
polycarbonate

• Provides clean finish to 
edge of roof 

• Available in 3m and 4m 
lengths

Aluminium ‘F’ Section

Calculations are based on a loading of 600N/mÇ using 
polycarbonate multiwall sheeting
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